
MCL2040PPDG1
Laundry center

Diamond gray
20 kg

757638371599

• Innova�ve finishes, Display Touch and Glass Lid door 
in washing machine. 

• Greater visibility in the washing machine thanks to 
the new transparent lid. 

• Sani�zed cycle that care for your health by 
elimina�ng 99.9% of bacteria.  

• Infuser washing system that allows water streams to 
penetrate the weaves for be�er cleaning. 

1  Tes�ng of products performed in the SpinWash Savings Cycle. Compared vs the 
previous pla� orm of our Bulky Cycle products. 
2  Compared vs products that have the highest energy consump�on according to the informa�on declared on the yellow 
label among some equipment with similar characteris�cs. 
3  Results based on laboratory tests under NFS Protocol P172 with 50-100% co� on fabrics. May vary by condi�ons of use.

Washer:
• Glass lid 
• Infuser washing system, Aqua Energy Roller
• 8 automa c programs (sani zed, delicate, white, 

color, bulky, spin wash, extended wash and express)
• 3 water levels + automa c
• 3 temperature levels + automa
• Washing stage selec on (spin dry, rinse, wash, 30 

min soaking) 
• Digital display
• LED light monitor 
• Aqua Saver func on
• Black Out Recovery
• Stainless steel basket
• Lock on lid
• Detergent and bleach dispenser
• Engine with 10-year warranty
• 670 rpm
Dryer:
• Door like window
• Drying system: LP gas 
• 4 drying cycles (standard, delicate, sani zed and 

heavy) + 
• Temperature sensor
• Lint trap filter
• An�-corrosion coa
• 127V/60Hz 

220V/50Hz

73.00 cm 81.50 cm197.00 cm 126.00 kg

75.50 cm68.00 cm188.00 cm 112.00 kg

MCL2040PPDG1
757638371599

• Make sure to remove all packaging a�achments from 
both, the top and bo�om of the washing machine. 

• Adjust the four leveling legs as necessary to make your 
washer stand firmly; use a level to check for proper 
levelness. 

• If you only have one cold water outlet, use a Y-type 
adapter to connect both outlets of the washing 
machine.

• Clean the lint filter before each load to prevent lint 
buildup in the dryer. Don’t operate the dryer without 
the lint trap filter in its place.

Dryer exhaust
connec�on

Installa�on
of hoses

Connec�on to
plumbing installa�ons

For straight line installa�on, connect 
the dryer exhaust to the exhaust 
hood using duct tape or a clamp. 

Duct tape or duct 
clamp 

Cu�ng of 4" metal 
conduit to an 
appropriate length 

Opening of the 
external duct

Duct tape or duct 
clamp 

 Washer 10 Kg  & Dryer 5 Kg  as per ESMA certi�cation

MCL2040EPDGY0

757638370585
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